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Nomenclature

Sliding Toe Clamp

Toe Clamp

Base Plate

Mounting Bracket
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Helmet Mount SystemWall Mounting
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When mounting the bracket to the
wall, the sliding toe clamp must be to
the top of the bracket as shown to the
right.

1

2

3

Place the triangular mount plate on 
the wall first (shown in the layout 
below) and mark the mounting holes 
(the two center holes marked red). Drill 
and tap the marked holes into the 
beam with a !-20  thread.

Bolt the mount plate to the wall using 
the !-2 0 bolts and flat washers 
provided.

4
Fasten the helmet bracket to the 
mount plate using the ! -20 Nyloc nuts 
and flat washers provided. The end 
result should be similar to the picture 
seen to the right.



Ceiling Mounting
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1

When mounting to the ceiling, the sliding toe clamp must not be in 
the longitudinal direction facing the front of the truck (windshield 
side). The sliding toe clamp should be in the direction of the sides of 
the truck. This is shown in the picture below. (If bracket can only be 
mounted in the longitudinal direction of the truck due to clearance, 
you may mount with the sliding toe clamp to the rear.

2

Place the triangular mount plate on the 
ceiling first (shown in the layout to the 
right) and mark the mounting holes (the 
three center holes marked red). Drill and 
tap the marked holes into the beam with a 
!-20  thread.

3
Bolt the mount plate to the ceiling using 
the !-2 0 bolts provided.

4
Fasten the helmet bracket to the 
mount plate using the ! -20 
Nyloc nuts and flat washers 
provided. The end result should 
be similar to the picture seen to 
the left.
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Roughly center your helmet with the Talon
Helmet Bracket as shown to the right. 

1

2

3

After helmet is centered, note the mount-
ing holes on the two ªwingsº of the 
bracket.  Remove your helmet and place 
the toe clamps over the proper mounting 
holes.  This is shown below. Be sure to not 
tighten the bolts all the way. 

Once the toe clamps are in place, 
mount the helmet by sliding the top 
toe clamp up with the brim of the 
helmet, and setting the bottom brim of 
the helmet into the ªlooseº toe clamps 
that you just mounted to the bracket. 

4

Orient the bottom toe clamps so they 
are parallel to the brim of your helmet 
then tighten the bolts completely on 
the toe clamps.

5

Make sure that the spring loaded toe clamp at the top of the 
bracket has tension and that the helmet can be removed from 
the bracket. (If the top toe clamp will not slide up enough to 
allow the helmet to be removed, adjust the bottom toe clamps 
down on the bracket to allow more movement in the top sliding 
toe clamp.) 



Helmet Mounting
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Grip Sides of helmet with both hands.1

2
Point the front of helmet toward the 
sliding toe clamp bracket at an angle 
(shown to the right).

3
Next push up on the spring loaded top 
clamp with the helmet (shown to the left) 
until it stops, then lower the rear edge of 
the helmet into the rear brackets*.



Helmet Mount System
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*Depending on your helmet style, the helmet may rest in the lower part 
of the toe clamp (non-traditional) or the upper part (tradional).  See 
images below.

Other mounting configurations are possible.  For more examples, please 
visit our website at www.onscenesolutions.com
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